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M System-of-Systems 
T echnology-Portf olio- 
AnalysisTool 

Advanced Technology Life-cycle 
Analysis System (ATLAS) is a system-of- 
systems technology-portfolio-analysis 
software tool. ATLAS affords capabili- 
ties to (1) compare estimates of the 
mass and cost of an engineering system 
based on competing technological con- 
cepts; (2) estimate life-cycle costs of an 
outer-space-exploration architecture for 
a specified technology portfolio; (3) col- 
lect data on state-of-the-art and fore- 
casted technology performance, and on 
operations and programs; and (4) cal- 
culate an index of the relative program- 
matic value of a technology portfolio. 
ATLAS facilitates analysis by providing a 
library of analytical spreadsheet models 
for a variety of systems. A single analyst 
can assemble a representation of a sys- 
tem of systems from the models and 
build a technology portfolio. Each sys- 
tem model estimates mass, and life-cycle 
costs are estimated by a common set of 
cost models. 

Other components of ATLAS include 
graphical-user-interface (GUI) software, 
algorithms for calculating the afore- 
mentioned index, a technology data- 
base, a report generator, and a form 
generator for creating the GUI for the 
system models. At the time of this re- 
porting, ATLAS is a prototype, embod- 
ied in Microsoft Excel and several thou- 
sand lines of Visual Basic for 
Applications that run on both Windows 
and Macintosh computers. 

This program was written by Daniel 
O'Neil of M arshall Space Flight Center, John 
M ankins of NASA Headquarters, and Har- 
vey Fein gold and Wayne Johnson of Science 
Applications International Corp. For further 
information, contact Sammy N abors, M SFC 
Commercialization Assistance Lead, at 
sammy.a.nabors@nasa.gov. Refer to M FS- 
32291-1 


® VESGEN Software for 
Mapping and Q uantification 
of Vascular Regulators 

VESsel GENeration (VESGEN) 
Analysis is an automated software that 
maps and quantifies effects of vascular 
regulators on vascular morphology by 


analyzing important vessel parameters. 
Quantification parameters include ves- 
sel diameter, length, branch points, 
density, and fractal dimension. For vas- 
cular trees, measurements are reported 
as dependent functions of vessel 
branching generation. 

VESGEN maps and quantifies vascular 
morphological events according to frac- 
tal-based vascular branching generation. 
It also relies on careful imaging of 
branching and networked vascular form. 
It was developed as a plug-in for ImageJ 
(National Institutes of Health, USA). 
VESGEN uses image-processing con- 
cepts of 8-neighbor pixel connectivity, 
skeleton, and distance map to analyze 
2D, black-and-white (binary) images of 
vascular trees, networks, and tree-net- 
work composites. VESGEN maps typi- 
cally 5 to 12 (or more) generations of 
vascular branching, starting from a sin- 
gle parent vessel. These generations are 
tracked and measured for critical vascu- 
lar parameters that include vessel diam- 
eter, length, density and number, and 
tortuosity per branching generation. 
The effects of vascular therapeutics and 
regulators on vascular morphology and 
branching tested in human clinical or 
laboratory animal experimental studies 
are quantified by comparing vascular pa- 
rameters with control groups. 

VESGEN provides a user interface to 
both guide and allow control over the 
users' vascular analysis process. An op- 
tion is provided to select a morphologi- 
cal tissue type of vascular trees, network 
or tree-network composites, which de- 
termines the general collectionsof algo- 
rithms, intermediate images, and out- 
put images and measurements that will 
be produced. 

VESGEN was used to map and quan- 
tify progression of human diabetic 
reti n o path y ( D R ) , a vascu I ar d i sease th at 
is the major cause of blindness in work- 
ing-aged adults. VESGEN maps and 
quantifies site-specific characteristics 
such as vessel diameter, number, and 
length based on bifurcated generational 
branching within retinal arterial and ve- 
nous trees. To analyze ophthalmic clini- 
cal images of the human retina as a new 
VESGEN modification, VESGEN was 
modified to detect and analyze the first 
branching generation (parent) vessel 
when that vessel originates at a region of 
interest (ROI) located within the image 


(not just at the edge of an image, as for 
previous VESGEN studies). Other appli- 
cations include remodeling coronary 
vessels, tumor vessels, rodent retinal ex- 
periments, gastrointestinal inflamma- 
tion, and cytokine or drug regulation in 
in vivo models. 

VESGEN also can be used for the map- 
ping and quantification of remodeling of 
plant leaf venation patterns in response 
to plant growth, genetic engineering, 
and other growth perturbants. Providing 
VESGEN as a plug-in also makes it easily 
distributable, able to be run on many 
computer platforms, and readily utilized 
by other researchers. 

T his work was doneby Patricia A . Parsons- 
Wingerter, M ary B. Vickerman, and Patricia 
A. Keith of Glenn Research Center. Further in- 
formation iscontained in a TSP (seepagel). 

Inquiries concerning rights for the com- 
mercial use of this invention should be ad- 
dressed to NASA Glenn Research Center, In- 
novative Partnerships Office, Attn: Steven 
Fedor, Mail Stop 4-8, 21000 Brookpark 
Road, Cleveland, Ohio 44135. Refer to 
LEW-18722-1/3-1/4-1. 


|§j) Constructing a Database 
From Multiple 2D Images 
for Camera Pose Estimation 
and Robot Localization 

The LMDB (Landmark Database) 
Builder software identifies persistent 
image features ("landmarks") in a 
scene viewed multiple times and pre- 
cisely estimates the landmarks' 3D 
world positions. The software receives 
as input multiple 2D images of approx- 
imately the same scene, along with an 
initial guess of the camera poses for 
each image, and a table of features 
matched pair-wise in each frame. 
LMDB Builder aggregates landmarks 
across an arbitrarily large collection of 
frames with matched features. Range 
data from stereo vision processing can 
also be passed to improve the initial 
guess of the 3D point estimates. The 
LMDB Builder aggregates feature lists 
across all frames, manages the process 
to promote selected features to land- 
marks, and iteratively calculates the 3D 
landmark positions using the current 
camera pose estimations (via an opti- 
mal ray projection method), and then 
improves the camera pose estimates 
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using the 3D landmark positions. Fi- 
nally, it extracts image patchesfor each 
landmark from auto-selected key 
frames and constructs the landmark 
database. The landmark database can 
then be used to estimate future camera 
poses (and therefore localize a robotic 
vehicle that may be carrying the cam- 
eras) by matching current imagery to 
landmark database image patches and 
using the known 3D landmark positions 
to estimate the current pose. 

T his work was done by M ichad Wolf, 
Adnan I. Ansar, Shane Brennan, Danid S. 
Clouse, and Curtis W. Padgett of Caltech for 
N ASA's Jet Propul si on Laboratory. Further in- 
formation is contained in a TSP (see page 1). 

The software used in this innovation is 
available for commercial licensing. Please con- 
tact Danid Broderick of the California Insti- 
tute of Technology at danidb@caltech.edu. 
Refer to NPO-47845. 


Adaption of G -TAG 
Software for Validating 
Touch and Go Asteroid 
Sample Return Design 
Methodology 

A software tool is used to demonstrate 
the feasibility of Touch and Go (TAG) 
sampling for Asteroid Sample Return 
missions. TAG is a concept whereby a 
spacecraft is in contact with the surface 
of a small body such as a comet or aster- 
oid, for a few seconds or less before as- 
cending to a safe location awayfrom the 
small body. Previous work atJPL devel- 
oped the G-TAG simulation tool, which 
provides a software environment for 
fast, multi-body simulations of the TAG 
event. G-TAG isdescribed in "M ulti body 
Simulation Software Testbed for Small- 
Body Exploration and Sampling,” 
(NPO-47196) NASA Tech Briefs, Vol. 35, 
No. 11 (November 2011), p.54. This 
current innovation adapts this tool to a 
mission that intends to return a sample 
from the surface of an asteroid. 

In order to demonstrate the feasibility 
of the TAG concept, the new software 
tool was used to generate extensive sim- 
ulations that demonstrate the designed 
spacecraft meets key requirements. 
These requirements state that contact 
force and duration must be sufficient to 
ensure that enough material from the 
surface is collected in the brushwheel 
sampler (BWS), and that the spacecraft 
must survive the contact and must be 
able to recover and ascend to a safe po- 
sition, and maintain velocity and orien- 
tation after the contact. 


This work was done by Lars James C. 
Blackmore, Behcet Acikmese, and Milan 
M andic of Caltech for NASA's Jet Propulsion 
Laboratory. Further information is contained 
in a TSP (seepagel). 

T his software is available for commercial li- 
censing. Please contact Danid Broderick of 
the California Institute of Technology at 
danidb@caltech.edu. Refer to NPO-47193. 


3D Visualization for 
Phoenix Mars Lander 
Science 0 perations 

Planetary surface exploration mis- 
sions present considerable operational 
challenges in the form of substantial 
communication delays, limited commu- 
nication windows, and limited commu- 
nication bandwidth. A 3D visualization 
software was developed and delivered to 
the 2008 Phoenix Mars Lander (PML) 
mission. The components of the system 
include an interactive 3D visualization 
environment called "Mercator," terrain 
reconstruction software called the 
"Ames Stereo Pipeline," and a server 
providing distributed access to terrain 
models. The software was successfully 
utilized during the mission for science 
analysis, site understanding, and science 
operations activity planning. 

A "terrain server" was implemented 
that provided distribution of terrain 
models from a central repository to 
clients running the Mercator software. 
The Ames Stereo Pipeline generates ac- 
curate, high-resolution, texture- 
mapped, 3D terrain modelsfrom stereo 
image pairs. These terrain models can 
then be visualized within the Mercator 
environment. The central crosscutting 
goal for these tools isto provide an easy- 
to-use, high-quality, full-featured visuali- 
zation environment that enhances the 
mission science team'sability to develop 
low-risk productive science activity 
plans. I n addition, for the M ercator and 
Viz visualization environments, extensi- 
bility and adaptability to different mis- 
sions and application areas are key de- 
sign goals. 

Mercator is a cross-platform, adaptable, 
extensible, interactive 3D visualization 
software tool that enables users to manip- 
ulate and interrogate a simulated 3D envi- 
ronment. It is implemented in the Java 
programming language to be compatible 
with Ensemble, a NASA-developed 
ground data systems software component 
framework based on the Eclipse open 
source platform. 

The Mercator User Interface (Ul) is 


divided into a number of tiles or "ele- 
ments," presenting control panels and 
views into the 3D scene. The central U I 
element is an interactive 3D viewer with 
site interrogation and analysis capabili- 
ties. Each Ul element can be reposi- 
tioned, resized, iconified, or dragged 
out of the window frame. 

In an effort to achieve simple, natural 
interactions, object-oriented, direct ma- 
nipulation techniques were chosen 
where practical, and persistent user in- 
terface modes were minimized. For ex- 
ample, to measure distances, the user 
manipulates a 3D representation of a 
measuring tool in the scene. There is no 
explicit mode of measurement, and the 
user can continue to interact with the 
3D environment (e.g., changing the 
viewpoint) as usual. 

T his work was done by Lau ren ce E dwards, 
Leslie Kedy, David Lees, and Carol Stoker of 
Ames Research Center. Further information is 
contained in a TSP (see page 1). ARC- 
16434-1 


RxGen General Optical 
Model Prescription 
G enerator 

RxGen is a prescription generator for 
JPL'sin-house optical modeling software 
package called MACOS (Modeling and 
Analysis for Controlled Optical Sys- 
tems), which isan expert optical analysis 
software package focusing on modeling 
optics on dynamic structures, de- 
formable optics, and controlled optics. 

The objectives of RxGen are to sim- 
plify and automate MACOS prescription 
generations, reducing errors associated 
with creating such optical prescriptions, 
and improving user efficiency without 
requiring MACOS proficiency. RxGen 
uses MATLAB (a high-level language 
and interactive environment developed 
by M athWorks) as the development and 
deployment platform, but RxGen can 
easily be ported to another optical mod- 
eling/ analysis platform. 

Running RxGen within the modeling 
environment has the huge benefit that 
variations in optical modelscan be made 
an integral part of the modeling state. 
For instance, optical prescription pa- 
rameters determined as external func- 
tional dependencies, optical variations 
by controlling the in-/ exclusion of opti- 
cal components like sub-systems, and/ or 
controlling the state of all components. 

Combining the mentioned capabili- 
ties and flexibilities with RxGen's opti- 
cal abstraction layer completely eli mi- 
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